
Product Series
JE - Junction Enclosure

CA

A1

B

H

Product Prefix
HS - Hansford Sensors

S I J E X X X S S

Intrinsically Safe
I - ATEX Intrinsically Safe

Channels   Dimensions (in mm)
                    A       B       C     A1  
001-004      150 x 150 x   80  (180)    

(others available on request)

Options  (if required)
S   - Material: Stainless Steel

HS-IJE ATEX Junction Enclosure
Stainless Steel

Inputs
Output
Material
Dimensions
Sealing
Door
Certifications

Accelerometer cabling 
Multi-core glanding

316L Stainless Steel 
see: ‘How To Order’ table

IP66
Screw captive slotted

Baseefa12ATEX0022X,
IECEx BAS 12.0012X

How To Order

Technical Performance

Glanding 

Mounting
EMC

Glands supplied but not fitted
Holes are punched for:

Single input M12 - ø3.5-7mm cable
Single input M20 - ø7-13mm multi-core cable

Multi input M20 - 3 x ø5.3mm  
supplied are 4 x Brackets 

EN61326-1:2013

Key Features
• Intrinsically Safe
• Accelerometer cable glanding 
• Ease of installation
• Flexible combinations

TS381.3

     www.hansfordsensors.com
sales@hansfordsensors.com

We reserve the right to alter the specification of this product without prior notice ��
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Date: 08/08/12 

 
 

EC Declaration of Conformity 
 

 
 
Manufacturer:   

iLECSYS, Unit 4, Tring Industrial Estate, Upper Icknield Way, Tring, HP23 4JX 
 
Equipment Type:   

Range of Stainless Steel Terminal Boxes 
 
EC - Type Examination Certificate:   

Baseefa12ATEX0022X 
 
Equipment Marking:   

II 2G  Ex e IIC T6 Gb         
II 2D  Ex tb IIIC T85°C Db  IP66 

 
 
The stated EC Type Examination Certificate and Equipment Markings have been assessed by the Notified Body:   

 
Baseefa 1180 Buxton UK 

 
 

On behalf of iLECSYS, I declare that the equipment defined by this declaration is in conformity with the 
essential requirements of the Atex directive  

94/9/EC 
 
In accordance to the following Harmonised Standards 
 
EN 60079-0:2009  /  IEC 60079-0: 2007-10  Edition: 5 
EN 60079-7:2007  /  IEC 60079-7: 2006-07  Edition: 4 
EN 60079-31:2009  /  IEC 60079-31: 2008  Edition: 1 
 
 
 
 
 
 
Ian Fitzpatrick 
Authorised Person 
 
 
 
 
T: 01442 828 387 
F: 01442 828 399 
E: ex@ilecsys.co.uk 


