Connection Details of Cable Assembly

Outside View
of Connector

Connector sealed to IP66 only when
connected to the accelerometer.

3 pin MS
Connector

White core
Black core
Red core
Screen

'M12 Adaptor and End Cap

304 Stainless Steel Protective Conduit
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Cable length to be specified on order
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Inner Cable

Inside View of Inner Cable

Free end

Materials of Cable: C01-024 FR Polyurethane Cable

Pos Description Dimension Overall Diameter Remarks
1. | Tin plated copper conductor insulation of ETFE 24 AWG wmm 19x0,13
2. |Braided screen of tin plated copper 0,10mm 2,8 Optimized: 90% min.
3. [Non woven polyester binder 3,1
4 Jacket of FR Polyurethane cable, Blue 0.60mm 4,1 Nominal OD
" |Pressure-extruded round ’ 4,3 Maximum OD
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Black core

White core
Red core
Braided screen

Technical Data of Cable

Technical Data Values at 20°C Unit
Conductor Resistance 91,0 Q/km
Insulation Resistance >1500 MQ x km

Test Voltage 3 KV DC
Voltage Rating 600/1000 V AC
. Core-core: 79
Capacitance pF/m
Core-screen: 145
Core-core: 65
Impedance Q
Core-screen: 37
Inductance 0,715 MH/m
Radiation Tolerance 2x 10 E5 Gy
Weight 30 g/m
Temperature Rating -40/ +100 °C

HS-AC322 Issue A




